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CONCRETE WEARING SURFACE (7-18-06)

1.0 GENERAL

This Special Provision governs materials, forming, and all other related work in the
construction of a reinforced concrete wearing surface in accordance with applicable parts
of the Standard Specifications, the details shown on the plans, and as outlined in these
Special Provisions.

2.0 MATERIALS

Unless otherwise noted on the plans, use class AA concrete and a coarse aggregate
gradation of 78M.  The Class AA concrete shall contain fly ash or ground granulated blast
furnace slag at the substitution rate specified in Article 1024-1 and in accordance with
Articles 1024-5 and 1024-6 of the Standard Specifications.  Place the wearing surface
according to the grades, thicknesses and cross sections shown on the plans.

3.0 PREPARATION OF SURFACE

Prepare all surfaces to be overlayed using the equipment specified herein and prior to
placing the epoxy coated reinforcing steel.  Additionally, clean the surface within 48 hours
prior to placing the overlay unless otherwise approved.

Thoroughly soak the cleaned surface for at least 12 hours prior to placing the concrete
wearing surface. While soaking the surface, cover it with a layer of white opaque
polyethylene film that is at least 4 mils (0.100 mm) thick.  Immediately prior to placing the
concrete wearing surface, remove standing water from the surface.

4.0 EQUIPMENT

Prior to beginning any work, obtain approval for all equipment to be used for deck
preparation, placing, finishing, and curing the concrete wearing surface.

 For surface preparation, use sandblasting or pressure washing equipment capable of
removing all foreign matter. If using high pressure water blast, a minimum nozzle pressure
of 3000 psi is required.

5.0 PLACING AND FINISHING

Follow the placing, finishing, and curing requirements of Article 420-14 (A) and (B).
Construction Joints other than those shown on the plans are not permitted.

6.0 LIMITATIONS OF OPERATIONS

The requirements of Article 420-20 will apply to placing vehicles and construction
equipment on the finished concrete wearing surface.
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Use insulation that meets the requirements of Article 420-7(C), and if required, place it on
the concrete wearing surface as soon as the initial set permits.

7.0 METHOD OF MEASUREMENT

The quantity of concrete wearing surface to be paid for is the actual number of square feet
(square meters) of concrete wearing surface as provided on the plans.

8.0 BASIS OF PAYMENT

The quantity for which payment is made will be that quantity shown in square feet (square
meters) on the plans.  Where the plans have been revised, the quantity to be paid for will be
the quantity shown on the revised plans.

The unit bid per square foot (square meter) will be full compensation for all work covered
by this Special Provision and applicable parts of the Standard Specifications, but not
limited to furnishing and placing concrete, epoxy coated reinforcing steel, joint filler and
sealer, deck drains, bridge scuppers, and any other material; erecting and removing all
forms, curing concrete, protecting concrete in wind, rain, low humidity, high temperatures
or other unfavorable weather.

Payment will be made under:
Concrete Wearing Surface ...............................................Square Foot (Square Meter)


